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FOREWORD

This Indian Standard which is identical to IS0 3189/2 : 1985 `Sockets for wire ropes for general purposes - Part 2 Special requirements for sockets produced by forging or machined from the solid' issued by the International Organization for Standardization ( IS0 ), was adopted by the Bureau of Indian Standards on the recommendation of the Wire Ropes and Wire Products Sectional Committee, ( HMD 10 ) and approval of the Heavy Mechanical Engineering Division Council. This standard IS 13902 IS 13902 has been issued in several parts. The other parts of this Indian Standard are:

( Part 1 )
( Part 3 )

Sockets for characteristics Sockets for requirements

wire ropes for and conditions wire ropes for sockets

general purposes of acceptance

: Part 1 General : Part
3 Special are this

for general purposes produced by casting

The requirements of drop forged sockets for wire ropes general presently covered in IS 2485 : 1979. As this series of the standard shall supersede IS 2485 : 1979. The text deviations. Attention IS0 standard has been approved Certain conventions are, however, is particularly drawn to the following: of

engineering purposes has been brought out

for publication as an Indian Standard without not identical to those used in Indian Standards. appear referring to this standard, Indian Standards, they the should current

a) Wherever the words `International be read as `Indian Standard'. b) Comma practice

Standard'

( , ) has been used as a decimal marker is to use a full point ( . ) as the decimal

while in marker.

In this adopted standard, reference appears to certain international Standards for which Indian Standards also exist. The corresponding Indian Standards which are to be substituted in their place are listed below along with their degree of equivalence for the editions indicated: International Standard IS0 IS0 261 965/l : 1973 : 1980 : 1980 Corresponding Indian Standard screw threads ( first revision Degree of Equivalence

IS 4218 ( Part 2 ) : 1972 IS0 Metric Part 2 Diameter pitch combination

:
)

Technically Equivalent Technically Equivalent Technically Equivalent Technically Equivalent Identical

IS 4218 ( Part 4 ) : 1976 IS0 Metric screw threads Part 4 Tolerancing system ( first revision )

:

IS0 965/2

IS 4218 ( Part 6 ) : 1978 IS0 Metric screw threads : Part 6 Limits of sizes for commercial bolts and nuts ( diameter range 1 to 52 mm ) ( first revision ) IS 4218 ( Part 5 ) : 1979 IS0 Metric Part 5 Tolerances ( first revision ) screw threads

IS0 IS0

965/3 3189/l

: 1980 : 1985

:

IS 13902 ( Part 1 ) : 1993 Sockets for wire ropes for general purposes : Part 1 General characteristics and conditions of acceptance has reviewed the provisions of IS0 that it is acceptable for use in conjunction

The concerned technical committee adopted standard and has decided

643 referred in this with this standard.

For the purpose of deciding whether a particular requirement of this standard is complied with, the final value, observed or calculated, expressing the result of a test or analysis, shall be rounded off in accordance with IS 2 : 1960 `Rules for rounding off numerical values ( revised' ). The number of significant places retained in the rounded off value shall be the same as that of the specified value in this standard.
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1

Scope

and field

of application

Its sulfur and phosphorus content shall be restricted as follows :
Cast analysis Sulfur, max. Phosphorus, max. 0,045 % 0,040 % Check analysis 0,050 % 0,045 %

This part of IS0 3189 specifies the special requirements for materials and method of manufacture of sockets produced by forging or by machining from the solid. The general characteristics, critical dimensions, prototype test requirements, general quality control and conditions of acceptance are dealt with in IS0 3189/l.

The steel shall be made in conformity with a suitable deoxidation practice to obtain an austenitic grain size of 5 or finer, when tested in accordance with IS0 643. This could be achieved, for example, by ensuring that it contains sufficient aluminium, or an equivalent element, to permit the manufacture of sockets stabilized against strain age embrittlement during service; a minimum value of 0,020 % metallic aluminium is given for guidance. Within the above limitations, it is the responsibility of the socket-maker to select steel so that the finished socket, suitably heat-treated, meets the mechanical properties specified in this part of IS0 3189.
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Part 1: General characteristics

of acceptance.

4.2 3 General conditions of acceptance
as

Heat

treatment

Sockets shall comply with the requirements of IS0 3189/l well as with those in this part of IS0 3189.

Sockets shall, after forging or gas cutting, be subjected to a suitable heat treatment.

5 4 4.1 Materials Quality and heat treatment of material

Socket

manufacture

The steel used shall be produced by the open hearth or electric process, or by oxygen blown process. It shall be fully killed and, when heat-treated, be capable of producing in the finished socket the mechanical properties required by this specification. In its finished state as supplied to the socket-maker, the steel shall meet the following requirements, as determined by check analysis on the finished socket.

Sockets complying with this part of IS0 3189 shall be (open) tvpe I or (closed) type II, and shall conform to the critical dimensions specified in IS0 3189/l (see table 1 and figur.es 1 and 2).

5.1

Bodies

Bodies for this type of socket shall be produced in one piece by drop forging, hand forging or machiningsfrom the solid: the body shall be neatly and cleanly made. All flashes or fins produced in manufacture shall be removed. All sharp edges shall be suitably radiused. Welding shall not be permitted.
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For bc+es machined from the solid, machine gas cutting may be used to assist in rough shaping. An adequate excess of material shall be left after gas cutting for the removal of surface defects by machining or, in the case of the edges of the lugs and the continued edges around the top of the basket, by grinding. The pin holes shall be drilled or otherwise machined in one operation to ensure, as far as is practicable, that the centreline of the holes is at right angles to the centreline of the socket basket.

6.1

Magnetic

flaw

or dye penetrant

method

If requested by the purchaser, each socket shall be subjected to an approved method of particle crack detection. All external and internal surfaces shall be examined, and cracks, rips or other detrimental defects shall not be accepred. 6.2 Radiographic tests

If requested by the purchaser, radiographic tests shall be carried out. The number of samples shall be in accordance with the following table. Lot or batch size (Number of sockets) 2t0 9to 16 to 26 to
51 to 91 to

5.2

Pins Sample size (Number of sockets) 2 3 5 8 13 20 32 50 80 125 200

The pins shall be forged, forged and machined, or machined from the bar, and may be threaded or plain, according to the purchaser's requirements. The length of the plain portion of a threaded type pin shall be such that the nut will tighten against the shoulder of the pin and not against the outside face of the socket lug. The threads on pins and associated nuts shall comply with the coarse pitch series, specified in IS0 261, and tolerance class 6g, specified in IS0 965. A suitable safety device, such as a split cotter pin, shall be provided to prevent nuts accidentally becoming displaced.

a
15 25 50
90 150

151 to 260 281 to 500 501to 12M) 1 201 to 3 200 3 201 to 10 000

Acceptable levels of defect sho'uld be agreed between the purr chaser and the manufacturer. 6.3 Ultrasonic tests

6 Special quality control for forged sockets and sockets machined from the solid
The general quality control requirements specified in IS0 3169/l shall be met. In addition, if requested by the purchaser, the following tests shall be carried out.

If requested by the purchaser as an alternative to the magnetic flaw or dye penetrant method and the radiographic test, the sockets shall be subjected to ultrasonic tests. In such cases, the test method and the acceptable levels of defect shall be the subject of agreement between the purchaser and the manufacturer.

Reprography

Unit, BIS, New Delhi, India

Standard Mark The use of the Standard Mark is goveraed by the pra~simom al the Ba~csai @f IM&M Standards Act, 1986 and the Rules and Regulations made theraunder, The Standard Mark

cm products covered by an Indian Standard conveys the assuranca that the have been produced to comply with the requirements of that standard under a well de i nad system of inspection, testing and quality control which is devised and superviasd by BIS and operated by tb,e producer. Standard marked products are also continuouoly cheokad by BIS for conformity to that standard as a further safeguard. Details of ooaditionr under which a licence for tbe use of the Standard Mark may be granted to manufacturera or
producers may be obtained from the Bureau of Indian Standards;

Bureau

of Indian

Standards

BIS is a statutory institution established under the Bureau o/ Indian Stundutdc Act, 1986 to of standardization, marking and quality promote harmonious development of the activities certification of goods and attending to connected matters in the country. Copyright

BIS has the copyright of all its publications. No part of these publications may be reproduced This does not preclude the free use, in any form without the prior permission in writing of BIS. in the course of implementing the standard, of necessary details, such as symbols and sizes, type or grade designations. Enquiries relating to copyright be addressed to the Director ( Publications ), BIS
Revision

of Indian

Standards

Amendments are issued to standards as the need arises on the basis of comments. Standards are also reviewed periodically; a standard along with amendments is reaffirmed when such review indicates that no changes are needed; if the review indicates that changes are needed, it is taken up for revision. Users of Indian Standards should ascertain that they are in possession of the latest amendments or edition by referring to the latest issue of `BIS Handbook' and `Standards Comments on this Indian Standard may be sent to BIS giving the following Monthly Additions'. reference: Dot : No. HMD 10 ( 0184 ) Amendments Amend No. _____ Issued Since Publication Date of Issue Text Affectrd

BUREAU Headquarters: Manak Bhavan, 9 Bahadur Shah Zafar Telephones : 331 01 31, 331 13 75

OF INDIAN Marg,

STANDARDS 110002

New Delhi

Telegrams : Manaksanstha ( Common to all Offices ) Telephone

Regional Central

Offices : Manak

: Bhavan, 9 Bahadur 110002 VII M, V. I. P. Road, Maniktols Shah Zafar Marg

NEW DELHI Eastern

: l/14 C. I. T. Scheme CALCUTTA 700054 Sector

331 01 31 331 13 75 { 378499, 378561 37 86 26, 37 86 62 C 153 38 43, I 53 23 84 53 16 40

Northern : SC0 445-446,

35-C, CHANDIGARH

160036

Southern : C. I. T. Campus,
Western Manakalaya, BOMBAY Branch

IV Cross Road, Marol,

MADRAS Andheri

600113

235 02 16, 235 04 42 -L235.15 19, 235 23 15 632 92 95, 632 78,91, 632 78 58 632 78 92

E9 MIDC, 400093

( East )

: AHMADABAD. FARIDABAD. LUCKNOW.

BANGALORE. BHOPAL. BHUBANESHWAR. COIMBATORE. GHAZIABAD, GUWAHATI HYDERABAD. JAIPUR. KANPUR PATNA. THIRUVANANTHAPURAM. 1
Printed at Printwell Printers. Aligarh, India

